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POLYPROPYLENE - INJECTION GRADES
Technical requirements and test methods

. . Values of grades
No. Properties Unit Test Method
6331 | 6431 | 6531 | 6631 | 6731 .
Melt flow rate at 230 °C, loading 2, g/10 ) ) ) ) ) ASTM D 1238
11 16 kg, min - max min | 816 5-8 1 3-511-3 106-11 "gyisq 1133
2. | Density at 23 °C, min - max kg/m® 899 - 906 ASTM D 792
Deflection temperature under Flex- 0 ASTM D 648
3| ural load at 1,82 MPa, min C | 50 | S0 | 50 | 50 | 55 | pyiso75-2
Tensile strength at yield, at 50 mm/ ASTM D 638
| min, min MPa | 29 1 80 | 30 1 30 1 30 | gyi50507-1
5. | Bending modulus 1 % secant, min MPa 1100 ASTM D 790
6. | Impactstrengtn by lzod at23'Cmin | wm | 15 | 20 | 25 | 30 | 50 ASTM D 256

Product Polypropylene Buple is specified for nutrient products contact.
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il . . Values of grades
No. Properties Unit Test Method
B e 6131 6231
Melt flow rate at 230 °C, loading 2, g/10 ASTM D 1238
11 16 kg, min - max min | 25730 | 16-25 | “eyiso 133
2. | Density at 23 °C, min - max kg/m?3 899 - 906 ASTM D 792
3 Deflection temperature under Flex- oC 50 ASTM D 648
" | ural load at 1,82 MPa, min EN ISO 75-2
Tensile strength at yield, at 50 mm/ ASTM D 638
\$ % | min, min MPa 2 EN IS0 527-1
4, 5. | Bending modulus 1 % secant, min MPa 1100 ASTM D 790

Product Polypropylene Buplene® is specified for nutrient products contact.
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